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MEDICAL AIR COMPRESSOR TEST REPORT

	Facility
	
	City, State
	

	Configuration
	
	Page
	

	Area Served
	
	Date
	

	Location
	
	Inspector(s)
	

	Manufacturer
	
	Type of Pump
	

	Model #
	
	Serial #
	

	TESTS PERFORMED
	YES
	NO

	Is the system dedicated to Medical Air use?
	
	

	Is the pump located separately from manifold locations?
	
	

	Are isolation valves installed on each pump?
	
	

	Are check valves installed on each pump?
	
	

	Are flex connectors installed on each pump?
	
	

	Are pressure relief valves installed for each pump?
	
	

	Are aftercoolers installed for each pump?
	
	

	Is system fed by emergency power system? Verified by whom?
	
	

	Is each pump provided with separate disconnect, overload?
	
	

	Are there two control transformers?
	
	

	Is there an automatic alternator?
	
	

	Are running time approximately equal?
	
	

	Does the receiver have a three-valve bypass installed?
	
	

	Does the receiver have an automatic drain?
	
	

	Does the receiver have a pressure gauge?
	
	

	Does the receiver have a sight glass?
	
	

	Does the receiver have a relief valve?
	
	

	Is the receiver corrosion resistant?
	
	

	Is the receiver ASME labeled?
	
	

	Is there a properly installed source valve?
	
	

	Is it properly labeled?
	
	

	High/low pressure alarm activates master alarms?
	
	

	Main gauge visible from standing position?
	
	

	Medical Air demand check valve installed in gauge/switch?
	
	

	Does the lag alarm activate master alarms?
	
	

	Is the intake 20 feet above the ground?
	
	

	Is the intake 10 feet from any door, window or opening?
	
	

	Is the intake turned down and screened?
	
	

	Is the intake run with copper, galvanized or stainless steel?
	
	

	Are dual dryers installed?
	
	

	Can the dryers be isolated for maintenance?
	
	


	Are dual filters installed?
	
	

	Are the filters 1 micron or less?
	
	

	Can the filters be isolated for maintenance?
	
	

	Are dual pressure regulators installed?
	
	

	Can regulators be isolated for maintenance?
	
	

	Is there a 75 psi relief valve installed?
	
	

	Is there a sample port installed?
	
	

	Is there a Dew Point Monitor installed?
	
	

	Does the master alarm activate when dew point exceed 39(F
	
	

	Is there a Carbon Monoxide Monitor installed?
	
	

	Is it wired to local alarm?
	
	

	Is each compressor equipped with High Temperature switches?
	
	

	Do the switches activate local alarm?
	
	

	If liquid ring, does the separator have a high water switch?
	
	

	Does it activate the local alarm?
	
	

	If liquid ring or water-cooled heads, does the receiver have a high water level switch?
	
	

	Does it activate the local alarm?
	
	

	
	CUT IN
	CUT OUT

	Lead pump
	
	

	Lag pump
	
	

	Back-up pump
	
	

	Hour Meter Readings
	
	


NON-CONFORMING OBSERVATIONS:

OTHER OBSERVATIONS:  

1. .

MEDICAL AIR ANALYSIS:

	Element
	Normal Range
	Actual

	Oxygen
	19.5 –21.5
	

	Carbon Monoxide
	< 10ppm
	

	Carbon Dioxide
	< 500 ppm
	

	Dewpoint
	< 39(F
	

	Total Halogenated Hydrocarbons
	< 2 ppm
	

	Total Hydrocarbons (as methane)
	< 25 ppm
	


Notes: 
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